
SIMPLY UNIQUE!

• Multi channel remote control: thanks to its 16 programming channels and its LCD screen, 

COLOR Multi gives the opportunity to organize and manage, in individual or group controls, 

all the roller shutters and awnings of the house, being roller shutters of the living room, the 

bedrooms, the bathroom or even the awning on the terrace.

It is no longer necessary to move around, COLOR Multi is a remote control! It is no longer 

necessary to multiply the remote control either, COLOR Multi can control everything!

• The LCD screen serving simplicity: Thanks to the information on this screen, you always 

know everything about the product working or in programming.

• Create made-to-measure controls: The naming function combined to the numerous possibi-

lities of controls give the opportunity to personalize COLOR Multi for each user, with the name 

he has chosen per control (for example: bedroom1, living, terrace…)

COLOR MULTI

REMOTE CONTROL
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TECHNICAL SPECIFICATIONS

OPERATING PRINCIPLE

Advanced home management: each one of the 16 channels can be used for an individual or area control or for centralization.

LCD screen allowing to customize each control/channel: naming (7 letters + 1 figure) + channel number (from 1 to 16) + Selected channel 
pictogram (facade or roof shutter or awning).

 PRODUCT CLASS class III
 POWER 2x1.5V batteries - LR03 AAA type
 OPERATING TEMPERATURE from +0°C to +45°C
 PROTECTION INDEX IP 20
 RANGE ~ 200 m in free field 
  ~ 20 m through 2 reinforced concrete walls
  (it depends of the environment and of the pollution)
 RADIO FREQUENCY 433.42 MHz
 COMPATIBILITY Hz Motors and external Hz receivers

 CERTIFICATION 

 DESCRIPTION COLOUR REFERENCES

 COLOR Multi white 2007348

REFERENCES

Comes with batteries and wall support (screws not supplied).

Selected channel pictogram

Selected channel name

Selected channel number

Battery indicator

Setting mode
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validation key
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