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PROGRAMMABLE REMOTE CONTROL

TIMER EASY

AUTOMATION BECOMES CHILDPLAY

* The comfort of automatic central control: TIMER Easy enables 1 opening and 1 closing per
day of all the house’s roller shutters to be programmed.

* Ready to use: For easy and quick setting, it is delivered already programmed. Opens at 7.30
am and closes at 8.00 pm, and automatically changes for winter/summer time (Paris/Europe

time zone).

¢ Programming is easy to change: Thanks to the «memory» function, simply pressing the up
| or down button for 8 seconds saves the current time for the opening or closing of the roller
| shutters every day.

| ¢ Can be personalised: TIMER Easy also enables a more specific programming to be set, to

open and close the shutters at different times on work days and on rest days.

o * More safety: When you are away, the house will appear lived-in thanks to the occupant

presence simulation which, when set, randomly opens and closes shutters

o) |-| . from 0 to + 30 minutes.
sim L!e:hno,(% ¢ Flexible use: TIMER Easy can easily be switched off at any time and used
only as a manual centralised system.
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OPERATING PRINCIPLE

2 possibilities in automatic mode:
- Daily mode: same program every day.
- Work/rest mode: one program on work days and another one on rest days.

Press 1 second

AUTOMATIC MODE: on the VALIDATION key to MANUAL MODE:
The movement of shutters is controlled navigate between modes The movement of shutters is managed manually
by the built-in clock from the remote control
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opening or closing of shutters up
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Example on screen:
The next movement will be the
down

opening of shutters at 7.30 am.
This order will be carried out on
Monday to Friday at the same time.

\ N —
command keys still active,
even in automatic mode
TECHNICAL SPECIFICATIONS
18
ﬁ PRODUCT CLASS class llI
(\ POWER 2x1.5V batteries - LR03 AAA type

OPERATING TEMPERATURE from +0°C to +45°C
PROTECTION INDEX [P 20
RANGE ~ 200 min free field
~ 20 m between 2 reinforced concrete walls
(it depends of the environment and of the pollution)
RADIO FREQUENCY 433.42 MHz
COMPATIBILITY Hz Motors and external Hz receiver

ceriFication C €

REFERENCES
DESCRIPTION COLOUR REFERENCES
TIMER EASY white 2008188

Comes with batteries and wall support (screws not supplied).

We reserve ourselves the right to make any useful modification in order to constantly develop and improve our tender. SIMU shall not be held responsible for misuse by non-professionals.

Realisation SIMU - 02/21 — This document is not legally binding.




